
Applications / Aplicaciones Fittings / Racores

Characteristics and technical specifications / Características y especificaciones técnicas

Washing machines / Lavadoras

www.tucai.comTUCAI flexible connecting hoses for water efficient solutions

Materials / Materiales

Information subject to change without notice. / Información sujeta a cambios sin previo aviso.

A Brass / latón

B EPDM incorporated / EPDM incorporado

C Stainless steel AISI 304 / Acero 
inoxidable AISI 304

D PVC

   

Dn Nut / Tuerca Elbow / Codo

11 1/2” 1/2”

11 3/4” 3/4”

Conical Nut G
1”  

Hex Nut G
1/2”   

PF
12

Male M
15x1

Tube
Ø28  

Applications Characteristics and technical specifications

Fittings

Outer diameter: 16 mm

Inner diameter: 11 mm

Fitting inner diameter: 6,5 mm

Flow rate: 35 l/min at 3 bar

Washing Machine

Washing Machine

www.tucai.comTUCAI flexible connecting hoses for water efficient solutions

TAQ TP Rev. 01

TAQ LAVADORA

Materials

Information subject to change without notice.

A Brass

B EPDM incorporated

C Nylon wires

D EPDM

Minimum bending radius: 35 mm

Working pressure: 10 bar

Working temperature: 90 °C

H2O potable: No
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TAQ - TP PULL OUT DN8

Kitchen faucets, bath tubes and 

showers

CHARACTERISTICS AND TECHNICAL SPECIFICATIONS

Outer 
diameter

Dn Inner 
diameter

Fitting inner
diameter

Flow rate Minimum 
bending radius

Working 
pressure

Working 
temperature

H20 potable: yes

12 mm 08 mm 06 mm 20 lit/mit at 3 bar 20 mm 5 bar 70ºC8

POLYMER CONNECTOR

FITTINGS

Dn Conical nut G Male M Hex nut G

1/2” 15x1 1/2”8

MATERIALS

A. Chromed brass

B. Brass

C. Stainless steel AISI304

D. Nylon wire

E. EPDM

Iron coated weight ( Optional)

Nut 1/2” 3/4” Elbow 1/2” 3/4”

Water range / Gama agua

Washing machine connectors / Conectores para lavadoras 

WASHING MACHINE 
Leer recomendaciones 

antes de su uso y/o 
instalación

Read recommendations 
before its use or 

installation

Dn

   
Flow rate

Caudal

Minimum  
bending radius

Radio de 
curvatura 
mínimo

Working  
pressure

Presión de 
trabajo

Working  
temperature

Temperatura de 
trabajo

 

10 30 l/min at 3 bar 40 mm 15 bar 22 °C

E PVC


